
VAPRO HIELD
®

Breathable Membrane Systems for Roofs & Walls 
www.VaproShield.com 

Substrate in "like new" condition 
[only applicable where using 

Self-Adhered VaproFlashing SA] 

Head flashing by 
others embedded 
in VaproBond and 
tooled @ top edge 

Commercial or Residential 
Window w/ continuous 

interior perimeter sealant ----t------�L 
joint + backer rod by others 

Vaproliqui-Flash @ inside 
rough opening + 1" on face 

see VaproLiqui-Flash Details 

VaproFlashing SA properly shingled; 
applied directly to sheathing 

+ folded max. 2.75" inside of R.O.
see VaproLiqui-Flash Installation Instructions 

------+ 

WrapShield RS 

Window to Wall 
Interface Steps 

Step 1 

DESCRIPTION 
A Vapor permeable, weather-resistive, air 

WrapShield RS with Vaproliqui-Flash 
barrier membrane with integrated tape (IT) 

WRAPSHIELD RS
™ 

RAIN SCREEN 

DRAWN BY AFG DATE 02.05.2015 

and Rain Screen Drainage Matrix (RS); 

Vaproliqui-Flash vapor permeable, liquid 

applied flashing system. 

and VaproFlashing (Self-Adhered or 

Traditional) creates a vapor permeable 

WRB and air barrier over multiple 

substrates for new construction or 

retrofit. 

Always check www vaproshield com for t he latest details and installation instructions 
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VaproFlashing SA sill piece 
adhered to top flange of 

Wrap Shield RS Apron 

Top flange of VVrapShield RS 
tucked under sill piece 

both release films removed 
and fully adhered 

WrapShield RS apron 
piece cut to width of window 

VVrapShield RS trimmed at 
bottom as needed 

[top flange remains for lap] 

VaproBond at all seams where mechanically 
attached VaproFlashing is utilized 

-. - -. -··-+ 

WrapShield RS 

Window to Wall 
Interface Steps 

Step 3 

DESCRIPTION 
A Vapor permeable, weather-resistive, air 

WrapShield RS with Vaproliqui-Flash 
barrier membrane with integrated tape (IT) 

WRAPSHIELD RS
™ 

RAIN SCREEN 

D RAWN BY AFG DATE 02.05.2015 

and Rain Screen Drainage Matrix (RS); 

Vaproliqui-Flash vapor permeable, liquid 

applied flashing system. 

and VaproFlashing (Self-Adhered or 

Traditional) creates a vapor permeable 

WRB and air barrier over multiple 

substrates for new construction or 

retrofit. 

Always check www vaproshield com for the latest details and installation instructions 
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WrapShield RS Installed 
to edge of window 

lap onto nail flange 
where applicable 

Staples solely at top 2" of 
Wrap Shield RS flange 

No staples in field 

Seal behind vertical seam 
with VaproBond sealant 

Where Vaproflashing 
mechanically attached is 

used apply VaproBond 
behind all laps 

VaproBond sealant adheres both 
sides of both seams at left and right 

apron piece butt joints to VaproFlashing 
or VaproFlashing SA vertical strips 

-. - -. -··-+ 

WrapShield RS 

Window to Wall 
Interface Steps 

Step 4 

DESCRIPTION 
A Vapor permeable, weather-resistive, air 

WrapShield RS with Vaproliqui-Flash 
barrier membrane with integ rated tape (IT) 

WRAPSHIELD RS
™ 

RAIN SCREEN 

D RAWN BY AFG DATE 02.05.2015 

and Rain Screen Drainage Matrix (RS); 

Vaproliqui-Flas h vapor permeable, liquid 

applied flashing system. 

and VaproFlashing (Self-Adhered or 

Traditional) creates a vapor permeable 

WRB and air barrier over multiple 

substrates for new construction or 

retrofit. 

Always check www vaproshield com for the latest details and installation instructions 
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VAPRO'frsHIELD• 
WrapShield RS 

Window to Wall 
Interface Steps 
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Top flange of WrapShield RS 
exposed for next course above 

Step 5 

I\IOle: lnla<lor ... nl 
)Ofr)I raqulred around 
-pe,1-of 
wlnda,v for proper 
conllnUlly ol alt IMll'ller 
----

Horizontal laps sealed with 
VVrapShield RS Integrated Tape 

see installation instructions at: 
www.VaproShield.com 

WRAPSHIELD RS"' 
RAIN SCREEN 

-

DRAWN BY: AFG DATE. 02.05.2015 

AV bl h . . . DESCRIPTION apor perm ea e. weat er-resistive. air ,,,_ Sh' Id RS 'th v L. · Fl sh. . . .., .. p Ie wI apro IquI- a barner membrane Wit_h integrate_d tape {IT) land Vaproflashing (Self-Adhered or and Rain screen Drainage Matrix (RS); T d·t· I) t bl ra 1 ,ona crea es a vapor permea e
WRB and air barn er over multiple VaproLiqu�Flash vapor permeable, liquid I substrates for new construction orapplied flashing system 

1 retrofit.

:J,vays � � 1-- www vapri;,sh1e.lo com t1,r th? at est d-:{a1 sand 1nsta labon instruct ns 

Vapri:iSh1�!1j LLC ':!Vi 16th Ave NW Suite CS I Gig Hart,nr WA 9B.J3S I Tel! Free I 866 731 .. Gf3 I � 1 I 1NaproSh1e ,j 9'2012 
Va;,r0.Sh1e ,j c.anada lOl 10 I W?�I Brnad,"tay u1� 545 I VancvlN€'r 8 C V6H 4E4 Canada I T Fre� 186613; l '3"1{.3 I lYtr'f.<,J.W"-urG:Ul r:..J== 

Drainage at sill
No VaproBond 

sealant

Top edge adhered to
head flashing with 

VaproBond

Vertical seam sealed 
with VaproBond continuous 

to flange at jambs 
(where applicable)




