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VaproShield New Product Announcement

Labor Saving Vapor Permeable Air Barrier Membrane 

with Built-in Drainage Matrix
Contact: 

Carol Danhof

616-608-9995

carold@innovative-mr.com
 

GIG HARBOR, WA – 3/14/2008 VaproShield, industry leaders of innovative breathable membranes systems for roofs and walls announces the new product release of WrapShield HS® water resistive vapor permeable air barrier membrane with drainage matrix.  
WrapShield HS offers the following benefits:
· High drying capacity of 50 perms allows wet sheathing to quickly dry and moisture vapor to escape ensuring good indoor air quality and reducing the incidence of mold, mildew, rot, lumber distortion and metal corrosion.
· Built-in rain screen system via three-dimensional drainage cavity, which allows air flow behind the cladding increasing drying speed and capacity.
· Labor and material saving by installing a drainage plain and water resistive air barrier simultaneously.

· Can by used as part of continuous air barrier system increasing energy efficiency.

· Compatible with many systems including, but not limited to: wood, fiber-cement, brick veneer, stone veneer, metal panels, stucco, vinyl and windows both flanged and non-flanged.
· 20 year warranty

· Contributes to LEED points for Indoor Environmental Air Quality and Energy & Atmosphere.

· Suitable for commercial, institutional, health care facilities, mixed-use and high-end residential construction
“We are bonding the drainage matrix directly to WrapShield at the factory, this gives the contractor another alternative to create a drainage matrix allowing bulk water to flow away from the building,” says Phil Johnson. 
VaproShield offers high performance building envelope solutions consisting of breathable membranes, rain screen design components, and 3D window flashing elements that help to protect the health of the building and its occupants.

For information about VaproShield, contact Carol Danhof at 616-608-9995, carold@innovative-mr.com or visit www.VaproShield.com.
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For air barier applications use
Dow Corning® 758 Adhesive Sealant
applied to 4" WrapShield flap

at horizontal and vertical oints.
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