
VaproFlashing or VaproFlashing 
SA + VaproBond behind 

L+R vertical seams @ apron piece

VaproFlashing properly shingled; 
applied directly to sheathing 

+ folded max. 2.75" inside of R.O.
see VaproLiqui-Flash Installation Instructions 

New or existing substrate
WrapShield IT WRB/AB 

field membrane 
shingled over flashing

Head flashing by others
embedded in VaproBond
over VaproLiqui-Flash

Commercial or Residential 
Window w/sealant joint 
+ backer rod by others

WrapShield RS with VaproLiqui-Flash 
and VaproFlashing (Self-Adhered or 
Traditional) creates a vapor permeable  
WRB and air barrier over multiple 
substrates for new construction or 
retrofit.

VaproBond Sealant 
@Vertical Seams

@Field Membrane to R.O.
@Penetrations and Repairs

 

VaproLiqui-Flash @ inside 
rough opening + 1" on face

see VaproLiqui-Flash Details

Always check www.vaproshield.com for the latest details and installation instructions

AFG

DESCRIPTION:

DATE:

VaproShield LLC  |  915 26th Ave. N.W.  Suite C5  |  Gig Harbor, WA  98335  | Toll Free: 1.866.731.7663  |  www.VaproShield.com  |  ©VaproShield  9/2012   
VaproShield Canada  | 101-1001 West Broadway  Suite 545  |  Vancouver, B.C.  V6H 4E4, Canada  |  Toll Free: 1.866.871.8263   |  www.vaproshield.ca

A Vapor permeable, weather-resistive, air 
barrier membrane with integrated tape (IT) 
and Rain Screen Drainage Matrix (RS); 

VaproLiqui-Flash vapor permeable, liquid 
applied flashing system. 

WrapShield RS 
Window to Wall 
Interface Detail
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Note: interior sealant
joint required around
entire perimeter of
window for proper
continuity of air barrier
and water holdout.


